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CHAPTER Env- A 2500 PULP AND PAPER | NDUSTRY: PARTI CULATE MATTER AND
VI SI BLE EM SSI ON STANDARDS

Statutory Authority: RSA 125-C. 4
PART Env- A 2501 PURPCSE

Env- A 2501.01 Pur pose. The purpose of this chapter is to
establish particulate matter em ssion standards and visible em ssion standards

for kraft mlls, sulfite nmlls, and paper manufacturing facilities.

PART Env-A 2502 SCOPE

Env- A 2502.01 Scope. This chapter shall apply to any kraft
mll, sulfite mll and paper manufacturing facility in the state.

PART Env-A 2503 EM SSI ON STANDARDS FOR KRAFT M LLS VHI CH
COVMENCED CONSTRUCTI ON OR MODI FI CATI ON PRI OR TO
OR ON SEPTEMBER 24, 1976

Env- A 2503. 01 Em ssion Standards for Specific Sources or Devices
Utilized at Kraft MIIs which Conmenced Construction or Mddification Prior to
or On Septenber 24, 1976. For the follow ng devices, which comenced
construction or nodification prior to or on Septenber 24, 1976, utilized at a
kraft mill, no person shall cause or allow the enission of particulate matter
to exceed any of the follow ng standards:

(a) For recovery furnaces: 1.8 kilograns per ton, or 4 pounds per ton,
of air dried pulp;

(b) For lime kilns: 0.87 kilograns per ton, 1.9 pound per ton, of line
mud; or

(c) For snelt tanks: 0.23 kil ograns per ton, 0.5 pound per ton, of air
dried pul p.

Env- A 2503. 02 Particulate Matter Eni ssion Standards for Non-Fue
Burning Devices Utilized at Kraft MIIs which Commenced Construction or
Modification Prior to or On Septenmber 24, 1976. For non-fuel burning devices
utilized at kraft mlls which comrenced construction or nodification prior to
or on Septenber 24, 1976, no person shall cause or allow the em ssion of
particulate matter to exceed those em ssion standards specified for “Existing
Devi ces” in Table 2103-1, or cal cul ated pursuant to Env-A 2103 or Env-A 2104.

Env- A 2503.03 Visible Eni ssion Standards for Non- Fuel Burni ng Devices
Uilized at Kraft MIls which Commenced Construction or Mddification Prior to
or _On Septenber 24, 1976.

(a) Unl ess ot herwi se specified in this chapter, no person shall cause
or allow visible fugitive em ssions or visible stack enissions from any non-
fuel burning device that comrenced construction or nodification prior to or on
Sept ember 24, 1976 to exceed an average of 20 percent opacity for any
continuous 6-m nute period in any 60-mninute period.

(b) Opacity shall be determ ned in accordance with Env-A 807.

Env- A 2503. 04 Eni ssion Standards for Fuel Burning Devices Utilized
at Kraft MIls which Commenced Construction or Mddification Prior to or On
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Sept enber 24, 1976. For fuel burning devices utilized at kraft mlls which
conmenced construction or nodification prior to or on Septenber 24, 1976, no
person shall cause or allow the em ssion of particulate matter to exceed those
em ssi on standards specified in Env-A 2000.

Env- A 2503. 05 Visible Em ssion Standards for Fuel Burning Devices
Utilized at Kraft MIIs which Conmenced Construction or Mddification Prior to
or On Septenber 24, 1976. For fuel burning devices utilized at kraft mlls
whi ch comrenced construction or nodification prior to or on Septenber 24,
1976, no person shall cause or allow visible fugitive em ssions or visible
stack em ssions to exceed those em ssion standards specified in Env-A 2000.

PART Env-A 2504 EM SSI ON STANDARDS FOR KRAFT M LLS WHI CH
COVMENCED CONSTRUCTI ON OR MODI FI CATI ON AFTER SEPTEMBER 24,
1976

Env- A 2504. 01 Eni ssion Standards for Devices Subject to 40 CFR 60,
Subpart BB and Utilized at Kraft MIIs which Comrenced Construction or
Modi fication After Septenber 24, 1976. For devices neeting the applicability
requi rements of 40 CFR 60, Subpart BB, no person shall cause or allowthe
em ssion of particulate matter to exceed those standards as specified in 40
CFR 60, Subpart BB

Env- A 2504. 02 Visible Emi ssion Standards for Devices Subject to 40
CFR 60, Subpart BB and Utilized at Kraft MIIs which Comrenced Construction or
Modi fication After Septenber 24, 1976. For devices neeting the applicability
requi rements of 40 CFR 60, Subpart BB, no person shall cause or allow visible
fugitive enmissions or visible stack em ssions to exceed those standards as
specified in 40 CFR 60, Subpart BB

Env- A 2504. 03 Eni ssion Standards for Non-Fuel Burning Devices Not
Subject to 40 CFR 60, Subpart BB and Utilized at Kraft MIIls which Commenced
Construction or Mddification After Septenmber 24, 1976. For non-fuel burning
devi ces which are not subject to 40 CFR 60, Subpart BB, no person shall cause
or allow the em ssion of particulate matter to exceed those em ssion standards
specified for “New Devices” in Table 2103-1, or cal cul ated pursuant to Env-A
2104 or Env-A 2106.

Env- A 2504. 04 Visible Em ssion Standards for Non-Fuel Burning
Devices Not Subject to 40 CFR 60, Subpart BB and Utilized at Kraft MIls which
Commenced Construction or Mdification After Septenber 24, 1976.

(a) Unl ess ot herwi se specified in this chapter, no person shall cause
or allow visible fugitive em ssions or visible stack enissions from any non-
fuel burning device not subject to 40 CFR 60, subpart bb and utilized at kraft
mlls that conmenced construction or nodification after Septenmber 24, 1976 to
exceed an average of 20 percent opacity for any continuous 6-minute period in
any 60-m nute period, except as specified in Env-A 2000.

(b) Opacity shall be determ ned in accordance with Env-A 807.

Env- A 2504. 05 Eni ssion Standards for Fuel Burning Devices Not
Subject to 40 CFR 60, Subpart BB and Utilized at Kraft MIIls which Commenced
Construction or Mdification After Septenber 24, 1976. For fuel burning
devi ces which are not subject to 40 CFR 60, Subpart BB, no person shall cause
or allow the em ssion of particulate matter to exceed those em ssi on standards
specified in Env-A 2000.
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Env- A 2504. 06 Visible Eni ssion Standards for Fuel Burning Devices
Not Subject to 40 CFR 60, Subpart BB and Utilized at Kraft MIIls which
Conmenced Construction or Modification After Septenber 24, 1976. For fue
burni ng devi ces which are not subject to 40 CFR 60, Subpart BB, no person
shal |l cause or allow visible fugitive em ssions or visible stack em ssions to
exceed those em ssion standards specified in Env-A 2000.

PART Env-A 2505 EM SSI ON STANDARDS FOR SULFI TE M LLS | NSTALLED
PRI OR TO OR ON FEBRUARY 18, 1972

Env- A 2505. 01 Eni ssion Standards for Fuel Burning Devices Utilized
at Sulfite MIls Installed Prior to or On February 18, 1972. For fuel burning
devices utilized at sulfite nills installed prior to or on February 18, 1972,
no person shall cause or allow enission standards to exceed those as specified
in Env-A 2000.

Env- A 2505. 02 Visible Em ssion Standards for Fuel Burning Devices
Utilized at Sulfite MIIls Installed Prior to or On February 18, 1972. For
fuel burning devices utilized at sulfite mlls installed prior to or on
February 18, 1972, no person shall cause or allow visible fugitive em ssions
or visible stack em ssions to exceed those em ssion standards specified in
Env- A 2000.

Env- A 2505. 03 Eni ssi on Standards for Non- Fuel Burning Devices
Utilized at Sulfite MIIls Installed Prior to or On February 18, 1972. For
fuel burning devices utilized at sulfite mlls installed prior to or on
February 18, 1972, no person shall cause or allow em ssion standards to exceed
t hose specified for “Existing Devices” in Table 2103- 1.

Env- A 2505. 04 Visible Em ssion Standards for Non-Fuel Burning
Devices Utilized at Sulfite MIls Installed Prior to or On February 18, 1972.

(a) Unl ess ot herwi se specified in this chapter, no person shall cause
or allow visible fugitive em ssions or visible stack enissions from any non-
fuel burning device utilized at sulfite mlls installed prior to or on
February 18, 1972, to exceed an average of 20 percent opacity for any
continuous 6-mnute period in any 60-m nute period, except as specified in
Env- A 2000.

(b) Opacity shall be determ ned in accordance with Env-A 807.

PART Env-A 2506 EM SSI ON STANDARDS FOR SULFI TE M LLS | NSTALLED
AFTER FEBRUARY 18, 1972

Env- A 2506. 01 Eni ssion Standards for Fuel Burning Devices Utilized
at Sulfite MIls Installed After February 18, 1972. For fuel burning devices
utilized at sulfite mlls installed after February 18, 1972, no person shal
cause or allow enission standards to exceed those as specified in Env-A 2000.

Env- A 2506. 02 Visible Em ssion Standards for Fuel Burning Devices
Uilized at Sulfite MIIls Installed After February 18, 1972. For fuel burning
devices utilized at sulfite nmills installed after February 18, 1972, no
person shall cause or allow visible fugitive em ssions or visible stack
em ssions to exceed those em ssion standards specified in Env-A 2000.

Env- A 2506. 03 Eni ssi on St andards for Non- Fuel Burni ng Devices
Uilized at Sulfite MIIls Installed After February 18, 1972. For non-fue
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burni ng devices utilized at sulfite mlls installed after February 18, 1972,
no person shall cause or allow em ssion standards to exceed those specified
for “New Devices” in Table 2103-1.

Env- A 2506. 04 Visible Em ssion Standards for Non-Fuel Burning
Devices Utilized at Sulfite MIlls Installed After February 18, 1972.

(a) Unl ess ot herwi se specified in this chapter, no person shall cause
or allow average visible fugitive em ssions or average visible stack em ssions
from any non-fuel burning device installed after February 18, 1972 to exceed
an average of 20 percent opacity for any continuous 6-m nute period in any 60-
m nute period.

(b) Opacity shall be determ ned in accordance with Env-A 807.

PART Env-A 2507 EM SSI ON STANDARDS FOR PAPER MANUFACTURI NG
FACI LI TIES | NSTALLED PRI OR TO OR ON FEBRUARY
18, 1972

Env- A 2507. 01 Eni ssion Standards for Fuel Burning Devices Utilized
at Paper Manufacturing Facilities Installed Prior to or On February 18, 1972.
For fuel burning devices utilized at paper manufacturing facilities installed
prior to or on February 18, 1972, no person shall cause or allow eni ssion
standards to exceed those as specified in Env-A 2000.

Env- A 2507. 02 Visible Em ssion Standards for Fuel Burning Devices
Utilized at Paper Manufacturing Facilities Installed Prior to or On February
18, 1972. For fuel burning devices utilized at paper manufacturing
facilities installed prior to or on February 18, 1972, no person shall cause
or allow visible fugitive em ssions or visible stack enm ssions to exceed those
em ssi on standards specified in Env-A 2000.

Env- A 2507. 03 Eni ssi on Standards for Non- Fuel Burning Devices
Utilized at Paper Manufacturing Facilities Installed Prior to or On February
18, 1972. For non-fuel burning devices utilized at paper manufacturing
facilities installed prior to or on February 18, 1972, no person shall cause
or allow eni ssion standards to exceed those specified for “Existing Devices”
in Table 2103-1.

Env- A 2507. 04 Visible Em ssion Standards for Non-Fuel Burning
Devices Utilized at Paper Manufacturing Facilities Installed Prior to or On
February 18, 1972.

(a) Unl ess ot herwi se specified in this chapter, no person shall cause
or allow average visible fugitive em ssions or average visible stack em ssions
from any non-fuel burning device utilized at paper manufacturing facilities
installed prior to or on February 18, 1972 to exceed an average of 20 percent
opacity for any continuous 6-minute period in any 60-m nute period.

(b) Opacity shall be determ ned in accordance with Env-A 807.

PART Env-A 2508 EM SSI ON STANDARDS FOR PAPER MANUFACTURI NG
FACI LI TI ES | NSTALLED AFTER FEBRUARY 18, 1972

Env- A 2508. 01 Eni ssion Standards for Fuel Burning Devices Utilized
at _Paper Manufacturing Facilities Installed After February 18, 1972. For fue
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burni ng devices utilized at paper manufacturing facilities installed after
February 18, 1972, no person shall cause or allow em ssion standards to exceed
those as specified in Env-A 2000.

Env- A 2508. 02 Visible Enmi ssion Standards for Fuel Burning Devices
Uilized at Paper Manufacturing Facilities Installed After February 18, 1972.
For fuel burning devices utilized at paper manufacturing facilities installed
after February 18, 1972, no person shall cause or allow visible fugitive
enm ssions or visible stack enissions to exceed those em ssion standards
specified in Env-A 2000.

Env- A 2508. 03 Eni ssi on Standards for Non- Fuel Burning Devices
Utilized at Paper Manufacturing Facilities Installed After February 18, 1972.
For non-fuel burning devices utilized at paper manufacturing facilities
installed after February 18, 1972, no person shall cause or allow em ssion
standards to exceed those specified for “New Devices” in Table 2103-1

Env- A 2508. 04 Visible Em ssion Standards for Non-Fuel Burning
Devices Utilized at Paper Manufacturing Facilities Installed After February
18, 1972.

(a) Unl ess ot herwi se specified in this chapter, no person shall cause
or allow visible fugitive em ssions or visible stack enissions from any non-
fuel burning device utilized at paper manufacturing facilities installed after
February 18, 1972 to exceed an average of 20 percent opacity for any
continuous 6-mnute period in any 60-m nute period, except for periods of
start-up.

(b) Opacity shall be determ ned in accordance with Env-A 807.
PART Env-A 2509 PERM T, FEE, TESTI NG MONI TORI NG, RECORDKEEP-| NG AND
REPORTI NG REQUI REMENTS
Env- A 2509. 01 Permit, Fee, Testing, Monitoring, Recordkeep-ing, and

Reporting Requirements. Sources or devices subject to this chapter shal
conply with the follow ng, where applicable:

(a) Permt requirements specified in Env-A 600;
(b) Fee requirements specified in Env-A 700;
(c) Testing and nonitoring requirenents specified in Env-A 800; and

(d) Recor dkeepi ng and reporting requirements specified in Env-A 900.



